
1

Tu
be

 cl
am

p 
co

nn
ec

to
rs

, L
in

ea
r a

ctu
at

or
s

ELESA and GANTER models all rights reserved in accordance with the law. Always mention the source when reproducing our drawings.

60
60

Features and applications
The clamping bores of the tube connectors GN 242 are not  
machined and designed for construction tubings GN 990 or DIN 2391, 
DIN 2395 and DIN 2462 respectively. 
Accessories
- Construction tubings GN 990 (see page 109ff.). 
- Clamping kits GN 911(clamping handles GN 300.1 with distance bushing) 

see page 116.

Material•	
Aluminium.
Finish•	
- Version SW: RAL 9005 black colour, matte finish, epoxy resin coating. 
- Version BL: blank, matte shot-blasted.
Clamping screws•	
- 	Identification no. 1: with two clamping screws DIN 912 and nuts  

DIN 985, zinc-plated.
- 	Identification no. 2: with two AISI 304 stainless steel-clamping screws 

DIN 912 and nuts DIN 985.
Assembly•	
The standard clamping bolts are socket cap screws DIN 912, supplied 
assembled. They can be replaced by clamping kits GN 911 (description 
see table of dimensions).

Tube connectors

GN 242
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Standard Elements Main dimensions Clamping kits
for d3

q
Description d1 d2 d3 d4 k1 k2 l1 l2 g

GN 242-B20-B20-1-SW B20 B20 M8 40 45 45 90 52 GN 911-M8-32 240

GN 242-B20-B20-1-BL B20 B20 M8 40 45 45 90 52 GN 911-M8-32 240

GN 242-B25-B25-1-SW B25 B25 M8 40 45 45 90 52 GN 911-M8-32 204

GN 242-B25-B25-1-BL B25 B25 M8 40 45 45 90 52 GN 911-M8-32 204

GN 242-B30-B30-1-SW B30 B30 M8 40 45 45 90 52 GN 911-M8-32 156

GN 242-B30-B30-1-BL B30 B30 M8 40 45 45 90 52 GN 911-M8-32 196

GN 242-B40-B40-1-SW B40 B40 M10 65 70 70 140 77.5 GN 911-M10-50 922

GN 242-B40-B40-1-BL B40 B40 M10 65 70 70 140 77.5 GN 911-M10-50 940

GN 242-B42-B42-1-SW B42 B42 M10 65 70 70 140 77.5 GN 911-M10-50 865

GN 242-B42-B42-1-BL B42 B42 M10 65 70 70 140 77.5 GN 911-M10-50 865

GN 242-B45-B45-1-SW B45 B45 M10 65 70 70 140 77.5 GN 911-M10-50 812

GN 242-B45-B45-1-BL B45 B45 M10 65 70 70 140 77.5 GN 911-M10-50 812

GN 242-B48-B48-1-SW B48 B48 M10 65 70 70 140 77.5 GN 911-M10-50 748

GN 242-B48-B48-1-BL B48 B48 M10 65 70 70 140 77.5 GN 911-M10-50 748

GN 242-B50-B50-1-SW B50 B50 M10 65 70 70 140 77.5 GN 911-M10-50 682

GN 242-B50-B50-1-BL B50 B50 M10 65 70 70 140 77.5 GN 911-M10-50 682

GN 242-B20-B20-2-SW B20 B20 M8 40 45 45 90 52 GN 911-M8-32 240

GN 242-B20-B20-2-BL B20 B20 M8 40 45 45 90 52 GN 911-M8-32 240

GN 242-B25-B25-2-SW B25 B25 M8 40 45 45 90 52 GN 911-M8-32 204

GN 242-B25-B25-2-BL B25 B25 M8 40 45 45 90 52 GN 911-M8-32 204

GN 242-B30-B30-2-SW B30 B30 M8 40 45 45 90 52 GN 911-M8-32 156

GN 242-B30-B30-2-BL B30 B30 M8 40 45 45 90 52 GN 911-M8-32 156

GN 242-B40-B40-2-SW B40 B40 M10 65 70 70 140 77.5 GN 911-M10-50 922

GN 242-B40-B40-2-BL B40 B40 M10 65 70 70 140 77.5 GN 911-M10-50 922

GN 242-B42-B42-2-SW B42 B42 M10 65 70 70 140 77.5 GN 911-M10-50 865

GN 242-B42-B42-2-BL B42 B42 M10 65 70 70 140 77.5 GN 911-M10-50 865

GN 242-B45-B45-2-SW B45 B45 M10 65 70 70 140 77.5 GN 911-M10-50 812

GN 242-B45-B45-2-BL B45 B45 M10 65 70 70 140 77.5 GN 911-M10-50 812

GN 242-B48-B48-2-SW B48 B48 M10 65 70 70 140 77.5 GN 911-M10-50 748

GN 242-B48-B48-2-BL B48 B48 M10 65 70 70 140 77.5 GN 911-M10-50 748

GN 242-B50-B50-2-SW B50 B50 M10 65 70 70 140 77.5 GN 911-M10-50 682

GN 242-B50-B50-2-BL B50 B50 M10 65 70 70 140 77.5 GN 911-M10-50 682


