
All rights reserved in accordance with the law. Always mention the source when reproducing our drawings.        December 2016

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

RH

1146

A
cc

es
so

ri
es

 fo
r 

hy
dr

au
lic

s
MH. Labels with marks and symbols

for oil plugs, aluminium

RoHS
+100°

-30°

MATERIAL
Matte anodised aluminium.
Self-adhesive back for sticking to the plain surface of  the plug head.

STANDARDIZED GRAPHIC SYMBOLS
-- MH-N: plain surface, without symbols.
-- MH-C: with graphic symbol "fill" according to DIN regulations.
-- MH-S: with graphic symbol "drain" according to DIN regulations.

MAXIMUM CONTINUOUS WORKING TEMPERATURE
100°C.

APPLICATIONS
The plates with graphic symbols for oil plugs are suitable for the 
application on plugs type TN. (see page 1144), TNR (see page 1145), 
TN-EX (see page 1146), TCR. (see page 1147), TCD. (see page 1148), 
TSD. (see page 1150) and TSR (see page 1151).

M* = diameter of  the seat of  the correspondent plug.

MH-N MH-C MH-S

Code Description Code Description Code Description M*Ø

39501 MH.19-N 39521 MH.19-C 39541 MH.19-S 15

39503 MH.22-N 39523 MH.22-C 39543 MH.22-S 17

39505 MH.26-N 39525 MH.26-C 39545 MH.26-S 20.5

39507 MH.32-N 39527 MH.32-C 39547 MH.32-S 25

39509 MH.38-N 39529 MH.38-C 39549 MH.38-S 31

MH.
TN-EXMH.


